
Tools Required

CLIPPERS/SHEARS

Table 1. Parts List
Item Description Qty

1 DRYER TUBE ASSEMBLY 1
2 HEAVY CABLE TIES 2
3 INSTALLATION INSTRUCTION 1
4
5
6
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Andrew Institute offers installation training.

Andrew Solutions
Customer Service 24 hours
U.S.A., Canada, Mexico: 1-800-255-1479
 or 1-888-235-5732
 U.K.: 0800 250055
Other Europe: +44 592 782 612

www.commscope.com\andrew
Visit our Web site at www.commscope.com\andrew or contact your local Andrew Solutions representative for more information.
© 2008 CommScope, Inc. All rights reserved.
Andrew Solutions is a trademark of CommScope. All trademarks identified by ® or ™ are registered trademarks or trade-
marks, respectively, of CommScope. This document is for planning purposes only and is not intended to modify or supplement 
any specifications or warranties relating to Andrew Solutions products or services.

Notice: Andrew disclaims any liability or responsibility for the results of improper or unsafe installation, inspection, maintenance, or removal practices.
Aviso: Andrews no acepta ninguna obligacion ni responsabilidad como resultado de practicas incorrectas o peligrosas de instalacion, inspecci6n, mantenimiento o retire.
Avis : Andrew decline toute responsabilite pour les consequences de procedures d'installation, d'inspection, d'entretien ou de retrait incorrectes ou dangereuses.
Hinweis: Andrew lehnt jede Haftung Oder Verantwortung fur Schaden ab, die aufgrund unsachgemaBer Installation, Uberprufung, Wartung Oder Demontage auftreten.
Atencao: A Andrew abdica do direito de toda responsabilidade pelos resultados de praticas inadequadas e sem seguranca de instalacao, inspecao, manutengao ou remocao.
Awertenza: Andrew declina eventual! responsabilita denvanti dell'esecuzione di procedure di installazione, ispezione, manutenzione e smontaggio improprie o poco sicure.
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LARGE CABLE TIES

ARROW INDICATES
DIRECTION OF FLOW

TURN OFF THE POWER TO THE UNIT, REMOVE THE POWER CORD AND REMOVE THE COVER. THE IMAGE 1.
ABOVE IS THE RACK-MOUNT CONFIGURATION.
LOOSEN THE COMPRESSION NUT TO REMOVE THE TUBING AT THE DRYER INLET.2.
MT050C - LOOSEN THE COMPRESSION NUT AT THE TANK INLET WHERE THE DRYER OUTPUT HOSE 3.
CONNECTS TO REMOVE THE TUBING FROM THE TANK. LEAVE THE OUTPUT TUBING CONNECTED TO THE
DRYER TUBE.
MT500D - LOOSEN THE COMPRESSION NUT AT THE BACK PRESSURE REGULATOR INLET WHERE THE 4.
DRYER OUTPUT HOSE CONNECTS TO REMOVE THE TUBING FROM THE REGULATOR. LEAVE THE OUTPUT 
TUBING CONNECTED TO THE DRYER TUBE.
CUT THE LARGE CABLE TIES THAT HOLD THE DRYER TUBE TO THE MOUNTING SADDLES.5.
PLACE THE NEW CABLE TIES THROUGH THE SLOTS IN THE MOUNTING SADDLES.6.
REINSTALL DRYER TUBE AND SECURE BY TIGHTENING THE CABLE TIES.7.
RECONNECT THE TUBING CONNECTIONS.8.
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