DM-100

Product Classification

Product Type

Stand-off mount

General Specifications

Mounting

Tower Taper

Dimensions
Height

Width

Length

Stand-off Distance

Microwave Antenna Stand-Off Bracket, 24 in

Straight or tapered legs up to 88.9 mm (3-1/2 in) OD

Non-tapered

609.6 mm
152.4 mm
609.6 mm
609.6 mm

| 24in
| 6in

| 24in
| 24in

| Tapered

©2023 CommScope, Inc. All rights reserved. All trademarks identified by ® or ™ are registered trademarks,
respectively, of CommScope. All specifications are subject to change without notice. See www.commscope.com for the
most current information. Revised: March 23, 2023

Page 1 of 3

COMMSCOPE’




DM-100

Qutline Drawing

>y
rﬂ e “‘1
0 A
QNN
2.875" OD Pipe o) '\L_I S "\ﬁ

s (73mm) b NS
7

24"
(609.6 mm)

Material Specifications

Material Type Hot dip galvanized steel

Packaging and Weights

Included Clamps | Stand-off
Packaging quantity 1
Weight, net 143kg | 31.5261b

Regulatory Compliance/Certifications
Agency Classification
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DM-100

CHINA-ROHS Below maximum concentration value
SO 9001:2015 Designed, manufactured and/or distributed under this quality management system
REACH-SVHC Compliant as per SVHC revision on www.commscope.com/ProductCompliance
ROHS Compliant
UK-ROHS Compliant
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