FST-SPLICE-TRAYS

Base Product

FST Fiber Optic Splice Tray

FST style splice trays typically consist of a metal housing with transparant sliding cover. These splice trays serve product lines, such as the
FDF and F3DF Optical Distribution Frames and the FEC Fiber Entrance Cabinets.

Product Classification

Regional Availability Latin America | North America
Portfolio CommScope®

Product Type Fiber splice tray

Product Series FDF

General Specifications

Application For use in FEC splice cabinet | For use with FDF splice panels
Color Black
Splicing Type Heat shrink | Mass fusion

Ordering Tree
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Product Type Splice Chip Type or Count
#0 Fiber Splice Tray For holding up to 24 splice protectors
For holding up to 48 splice protectors

Splice Tray Type Dual tray

D Dual tray Heat shrink (single fiber)
HS Heat shrink (single fiber) Mechanical, dual

M Mass fusion (ribbon) Rollable ribbon splicing
NT Nortel QPAK

Mechanical

210/ For F3DF splice panels
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FST-SPLICE-TRAYS

Environmental Specifications

Storage Temperature -40 °C to +85 °C (-40 °F to +185 °F)
Environmental Space Indoor | Outdoor
Packaging and Weights

Packaging quantity 1
Packaging Type Bag | Carton
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