
1

2

3

1.0     GENERAL NOTES
2.0     DESIGN NOTES
3.0     MANUFACTURING/SPECIAL REQUIREMENTS 
          3.1       BREAK SHARP EDGES AND DEBURR FOR SAFE HANDLING
          3.2       FINISH: -X SUFFIX ON PRODUCT PART NUMBER REPRESENTS

           SPECIFIC COLOR AND/OR FINISH. REFER TO METROCELL
           DOCUMENT MTM1004 FOR SPECIFIC COLOR/FINISH
           REQUIREMENTS.

4.0     TEST
5.0     PACKAGING
          5.1      PACKAGING SHALL MEET COMMSCOPE REQUIREMENTS PER DOCUMENT IS-PL-3005
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COMPONENT PART NUMBERS PROVIDED FOR ASSEMBLY PURPOSES; 
INDIVIDUAL COMPONENTS MAY BE SHIPPED AS PARTS WITHIN AN INCLUDED KIT. 

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 860499995-105-XX MTG POLE,LUM ARM,ACORN LIGHT 
ADAPTER 1

2 GB-0522A 5/8" X 2-1/4" GALV BOLT KIT (A325) 2

3 GWF-05 5/8" GALV FLAT WASHER, 1.7OD 2

REVISIONS

REV. ECN DESCRIPTION BY DATE

8000035208 INITIAL RELEASE MMCFALL 5/17/2019

8000036479 CORRECTED BOM, ITEM 2 WAS GB-0624A SF1043 07/18/2019

8000037076 ADD CONFIGURATION GR1010 09/23/2019

10691 ADDED SHT 2, -SX, CHANGE TO 2.25" BOLTS ON SHT 1. RW1043 5/12/21

40152901CMO EXTRACT "860639396 AX" FROM EXISTING SWD "860639396-XX" DRAWING AND CREATE SWD FOR IT FZ1024 07/25/2022
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